
              

 

 

 

 

 

 

Model No. : 10-RI-420 
 
1) “Bombay Instrument Mfg. Co.” make Magnetic Side mounted Level Indicator of SS.304  

   Material having Bi-Color Roller Indicator with 4-20mA OUT PUT having detail specifications as follows.

 

Our Model No.    :    10-RI-420 

Type    :    Magnetic  

Mounting    :    Vertical Side-Side 

Fluid              :    Any Liquid                                   

Operating/Test Pressure         :    30-50 BAR  

Vent    :    Plug 

Drain     :    Plug 

Float Stopper   :    To be provided at Top & Bottom of SS.304 

Connection   :    As per your requirement 

Chamber    :    SS.304 Tube (Argon Arc) welded at Top  

                                                     End, having   flanged cover at Bottom End.            

Float    :    SS.316 Float with internal powerful magnet 

Indicator    :    BI-COLOUR Magnetic PP. Roller will be in  

                                                     Powder coated Al. housing with transparent                    

                                                     Acrylic front. 

Protection                               :    Al. powder coated housing with Roller 

Scale                                       :    Black anodized Aluminum scale. Lining at   

                                                     Every 5 mm & Marked in CMS at every 100mm  

Min. Division            :     5 MM 

Flange C-C Distance           :     As per your requirement 

Out put              :     4-20 Ma 

Supply             :     24VDC   

 

 

Manufactured & Marketed By: 

M/S. Bombay Instrument Mfg. Co. 
SHOP NO. 5 , 50/86, JITEKAR WADI 
OPP. VINAY HOTEL 88, THAKURDWAR ROAD MUMBAI – 400 002 - INDIA 
Tel. : 91 (022) 2389 1073 / 2389 10 7 5 
Fax : 91 (022) 2389 1075 
Web. : www.bombayinstrument.in 

Email : bimco@mtnl.net.in , bimcoindia@gmail.com  
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