
 

 
 

 

FLOAT & BOARD LEVEL INDICATOR. 

 

                                            
 

1)  “BOMABY INSTRUMENTS MFG.CO. “Make Float & Board Type Level Indicator   

fabricated from the following parts: 

  

 

       Our Model No.                : 11 
 
      a) Board     :   Aluminium powder coated  having 150 mm 

                                width & acid proof paint  marking at every 10    

                                    cm  with pp roller for frictionless sliding on board 

      b) Cable Float    :   SS304. 

      c) Float Assembly        :   SS.304. 

      d) Sheave Assembly      :   Pully Housing : MS Die Cost acid froof  

  e) Top Board Connector   :   Steel 

   f) Board Bracket    :   Steel  

  g) Indicator Assembly       :   Steel 

      h) Guide wire Indicator/rop   :   SS.304 

   I) Bottom Bracket     :   Steel 

   j) Tank  height    :   Pl. mention 

       k) Mounting         :   1”  NB, ASA 150 Flange. 

      m) All wetted Parts   :   SS.304                   

       n) Nozzle length     :   700 MM Adjustable 

       o)  Level  switch       :   Adjustable type (Optional) 

       p)  O/P     :   1 NO + 1 NC 

       q)  I/P Voltage    :   230 V 

               

    

Manufactured & Marketed By : 

M/S. Bombay Instrument Mfg. Co. 
SHOP NO. 5 , 50/86, JITEKAR WADI 

OPP. VINAY HOTEL 88, THAKURDWAR ROAD MUMBAI – 400 002 - INDIA 

Tel. : 91 (022) 2389 1073 / 2389 10 7 5 

Fax : 91 (022) 2389 1075 

Web. : www.bombayinstrument.in 

Email : bimco@mtnl.net.in , bimcoindia@gmail.com  
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BOMBAY INSTRUMENT MFG. CO. 
AN ISO 9001:2015 CERTIFIED COMPANY 
 


