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INCLINED CUM VERTICAL MANOMETER SPECIALLY MADE FOR PITOT TUBE 
 

 
MARK-II ; Range : 700 Pa  
Model : 10-IM 
 
Inclined cum Vertical Manometer can measure low  
pressure very accuracy due to it's high resolution & can 
measure high pressure also.  
Directly calibrated in Pa so very easy to calculate velocity. 
 

     Type           :  Wall /Panel mounting  
Range       :  -10 to 700 Pa  
Min. Dvn.  :  (-10 to 50pa x 2 pa AND 50 to 700pa x 20pa) 
Level bulb  :  Imported  
Scale           :  Aluminium 
Zero Knob  :  Rotating Knob 
Fill plug      :  Provided 
Mounting    : All accessories provided. 
This type of manometer can be use for Very low velocity & higher 
velocity reading. Hence it is called Inclined cum Vertical type. 
 

     Inclined Range              :  -10 to 50 pa x 2 pascal 
     Vertical Range              :   50 to 700 Pa x 20 pascal      

 
This pa reading directly you can put in velocity formual which will 
be given by us. 
 
Accessories   :  Measuring Tube 
                         Red Oil in bottle 
 
CERTIFICATE :  (a) Copy of Master Rotameter Calibration Report traceable to  
                                 National Standard  (b) Our own Calibration report calibrated  
                                 from Master traceable Rotameter. (c)Test & Guarantee Certificate   
 
 
 
 
 
 
 
 


