
OGM-AI- SERIES

Technical Data:

Model: OGM-Al-50 OGM-Al-80 OGM-Al-100

Size: 2 " 3 " 4 "

Min.Flow Rate: 60L/min 140L/min 160L/min

Max.Flow Rate: 300L/min 700L/min 1600L/min

Accueacy: ± 0.2% or ± 0.5% ± 0.2% or ± 0.5% ± 0.2% or ± 0.5%

Repeatability: ≤ 0.03% ≤ 0.03% ≤ 0.03%

Max.Operating Pressuer: 1.8MPa 1.8MPa 1.8MPa

Model OGM-l-50 OGM-l-80

Dimension 41 × 28 × 38.5mm 44 × 34 × 57mm

Net Weight 25kg 45kg

Gross Weight 28kg 48kg

Package 1pc/Wood Case

Compact size, easy maintenance

Easy to read and operate mechanical display

Low pressure drop

op!onsHorizontally and ver!cally fl exibility of ins!lla!on

Manufactured & Marketed By :
M/S. Bombay Instrument Mfg. Co.
SHOP NO. 5 , 50/86, JITEKAR WADI
OPP. VINAY HOTEL 88, THAKURDWAR ROAD MUMBAI – 400 002 - INDIA
Tel. : 91 (022) 2389 1073 / 2389 10 7 5
Fax : 91 (022) 2389 1075
Web. : www.bombayinstrument.in
Email : bimco@mtnl.net.in , bimcoindia@gmail.com
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