BOMBAY INSTRUMENT MFG. CO.

AN ISO 9001:2015 CERTIFIED COMPANY

Bimco”

Reflex Level Gauge.
(e lsta))

Ty

A |
uu_i_g_--uE

BE W m Gy
hiEu-i-ﬁLiu

Model No. : SI/RLG/221

A. Reflex type Level gauge made from the following parts:
1. Guage value made from the C.S./SS.316 solid bar with
flange ends and drilled as per Flange ASA 150 # RF

2. Center piece : C.S./S.S.316 . Solid bar Size : 40mm Square

3. Cover plate . C.S., 2" Thick

4. Body Material : - C.S./SS.316

5. Glass Reflex : 17MM Thick

6. Packing /Gasket :Acid alkali proof.

7. Bolt & Nut . Utype 3/8” BSW M.S.

8. Service : Liquid/Gas

9. Op. Temp. : Pl mention

10. Max pressure : Double than Op. Pressure.

11. Isolation Valve : 2 Nos..

12. Drain & Vent Plug : %"

13. All wetted parts : C.S./S8S.304/316

14 Features : Above guage will be fitted with Flanges.
C-C distan : As per your requirement

Manufactured & Marketed By:

M/S. Bombay Instrument Mfg. Co.

SHOP NO. 5, 50/86, JITEKAR WADI

OPP. VINAY HOTEL 88, THAKURDWAR ROAD MUMBAI — 400 002 - INDIA
Tel.: 91 (022) 2389 1073 /2389107 5

Fax: 91 (022) 2389 1075

Web. : www.bombayinstrument.in

Email: bimco@mtnl.net.in, bimcoindia@gmail.com



