Bimco™

BOMBAY INSTRUMENT MFG. CO.

AN ISO 9001:2015 CERTIFIED COMPANY

MODEL

Fluid

Working Pressure
Glass
Temperature

C-C Distance
Ends

Valve trim
Isolation Valve
Size

Drain & Vent Plug
MOC

Center piece
Cover plate

Body Material

TRANSPARENT LEVEL GAUGE

MODEL: BI/'L.G/221

B1/LG/221 Transparent Level Gauge
Saturated Steam

40 BAR

Indian /Klinger/Almadu (Imported)
250°

As per your request

Flanged to class 150 & drilled to ANSI 16.5
SS 304

Auto Shut-off — 2 Nos. valve

25 NB

To be provided.

M.S. / SS.304

C.S. /SS.304 solid bar

C.S., /2" Thick

Carbon Steel /SS.304

Manufactured & Marketed By:
M/S. Bombay Instrument Mfg. Co.

SHOP NO. 5, 50/86, JITEKAR WADI
OPP. VINAY HOTEL 88, THAKURDWAR ROAD MUMBAI — 400 002 - INDIA
Tel.: 91 (022) 23891073 /2389107 5

Fax: 91 (022) 2389 1075

Web. : www.bombayinstrument.in
Email: bimco@mtnl.net.in, bimcoindia@gmail.com




