
 
U Tube manometer 

 
 

Model No. : UT-235 
 
1.“BOMBAY  INST.  MFG.  CO.” make High  accuracy , Fully Enclosed, Industrial  
    Grade, ‘U’ tube Manometer with detail specification  as follows. 

Our  Model  No.              :  UT-235  (www.bombayinstrument.com) 
Make    : “BIMCO.”  
Mounting    :  Stand mounting 
Casing    :  Powder Coated Al.Body from three sides &  
                                                          Cover with  transperent acrylic front. 
Connecting Block   :  Steel 
Range    :  As per your requirement 
Subdivision               :  1 MM  W.C. 
Connection    :  ¼”  Nozzle to be provided 

        for high Pr. & low pr. Connector. 
Scale    :  Engraved on milky white acrylic plastic.  
                                                          Engraving filled with black colour.  
                                                          Slot for scale zero adjustment will be Provided    
Metering Tube    :  Uniform bore borosilicate glass tube  
                                                                              9 mm OD x  6 mm (I.D) 
Packing     :  Teflon 

    Arrangement:-1.  Liquid level filling plug  2.  Drain plug  ,3. Zero adjustment knob  
 
Certificate : (a) Copy of Master Manometer Calibration  report traceable to  
                           National Standard  (b) Our own Calibration report calibrated  
                           from Master Traceable Manometer (c)Test & Guarantee Certificate   
 
Accessories : (a)  Manometric liquid in one bottle. 
                       (b) Manometer  to  be  mounted  on  3  heavy  C.I.  stand  having  level   
                            adjustment  arrangement and attached spirit level,  
                            as per our MODEL NO.: UT-235                   
OPTIONAL :- (a)Manometer liquid  for manometer is  Trippled  distilled  mercury  having       
                               Sp. gr. 13.54  for   manometric sensitivity  and  accuracy  will  be  given   
                               in  plastic bottle on your order Rs. 1000/-  will be extra per manometer. 
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