
 

                                                                                        BIMCO™  
 

BOMBAY INSTRUMENT MFG. CO. 
AN ISO 9001:2015 CERTIFIED COMPANY 

 

                             
MODEL NO. : TMSS-LST-M4 

 
BOMBAY INSTRUMENT  MFG. CO.”   Make Top  mounted float Switches 

with detail Specification  as follows. 

 
Model No. : TMSS-LST-M4 

Type : Reed type, Top mounting 

Mounting  : Top (Pl. confirm) 

Switch type : Magnetic 

Stem, End stoppers etc. : SS. 304 

Float : SS.316 L 

Size : As per Your Requirement 

Connection : Threaded 

No. of guided float : One Nos. with sealed High Power Magnets 

Switch to Operate : 100 mm from bottom of flange  (From Top) 

  & 80 mm from bottom (Pl. confirm) 

Total height from bottom of flange : Please Confirm 

Head (Encloser) : Thermocouple Head (Black anodised  

                                                            Aluminium –IP-65) 

Service : Liquid          

Control Level : LOW, HIGH 

Switch rating : 24V, DC 

All wetted parts : SS.304 

Qty required : (Pl. confirm) 

Make  : BIMCO 

 

Manufactured & Marketed By : 

M/S. Bombay Instrument Mfg. Co. 
SHOP NO. 5 , 50/86, JITEKAR WADI 
OPP. VINAY HOTEL 88, THAKURDWAR ROAD MUMBAI – 400 002 - INDIA 
Tel. : 91 (022) 2389 1073 / 2389 10 7 5 
Fax : 91 (022) 2389 1075 

Web. : www.bombayinstrument.in 

Email : bimco@mtnl.net.in , bimcoindia@gmail.com  


