1.“BOMBAY INSTRUMENT MFG. CO.” make High accuracy , Fully enclosed , Clear Crystal
Body Rotameter having nozzle ends at Rear & Control valve at entry point all of S.S.304
material with detail specification as follows.

Model NO.: AB-=786-MTR-ICV

Model No. : AB-786-MTR-ICV
Mounting : ON-LINE
Float SS.316/PP, Conical

Metering Tube
Direction of flow
Scale

Body

: Drilled Glass coat Mirror finish tube

: Vertical

: Black Marking Engraved on acrylic body itself.
: Crystal Solid Acrylic body

Max. Pressure & Temp. : 10 BAR & 90 deg. C
Packing : Teflon
Accuracy : +/-2% OF F.S.
Service : All Gases/ All Liquid
Connection : screwed at REAR
All Wetted Parts SS.304
Brass Insert : At back required for panel mounting.
Make : BIMCO

Certificate : (1) Copy of Master traceable certificate with our calibration & guarantee

Certificate will be issued.
(2) Operating & Maual Instruction will be provided with Instruments.

Manufactured & Marketed By :

M/S. Bombay Instrument Mfg. Co.

SHOP NO. 5, 50/86, JITEKAR WADI
OPP. VINAY HOTEL 88, THAKURDWAR ROAD MUMBAI — 400 002 - INDIA

Tel. : 91 (022) 2389 1073 /2389107 5

Fax : 91 (022) 2389 1075

Web. : www.bombayinstrument.in

Email : bimco@mtnl.net.in , bimcoindia@gmail.com




