BOMBAY INSTRUMENT MFG. CO.

CRYSTAL BODY ROTAMETER

1.“BOMBAY INSTRUMENT MFG. CO.” make High accuragyrully enclosed , Clear Crystal
Body Rotameter having Flanged ends at Té@go&om all of S.S./M.S. Crome plated
Material with detail Specification a®llows.

Our Mode No. : AB-797-FL

Make : BIMCO

Mounting : ON-LINE

Float : SS.316 ,Conical
Metering Tube . Drilled Glass coat Mirror

Direction of flow

finish tube
: Vertical

Scale : Black Marking Engraved on
acrylic body itself
Body : Crystal Solid body

Max. Pressure & Temp.

Packing
Accuracy
Op. Pressure & Temp.

: 12 BAR &90deg. C
: Teflon
1 +/-2% OF F.S

: Normal (PI. confirm)

Service . Pl . specify
Range . PI. specify
Connection : Flange ASA 150 (Standard)

Certificate: (1) Copy of Master traceable certificate with oalibration & guarantee
Certificate will be 1s=d.
(2) Operating & Manual tinstion will be provided with Instruments.

Manufactured & Marketed By :

M/S. Bombay-Instrument Mfg. Co.

241/43, Raja Ram Mohan Roy Marg, Opp. St. TereShlsch, Maharaja Building,
2nd Floor, Near Charni Road Station, Mumbai - 480.Waharashtra, India.

Tel. : 91 (022) 2389 1073/23891075

Fax: 91 (022) 2389 1075

Web. :www.bombayinstrument.in

Email : bimco@mitnl.net.in bimcoindia@gmail.combimcoheenal@hotmail




