
PURGE ROTAMETER WITH DP REGULATOR

PANEL MOUNT (GT-PDP-CV-PL) ON-LINE MOUNT (GT-PDP-CV-ON)

1. “ Make High accuracy, Fully enclosed,BOMBAY INSTRUMENT. MFG. CO.”

Crystal body ROTAMETER WITH DP REGULATOR having
Threaded ends  at back/Top & Bottom  & Control valve at entry point all of
304/316 SS. material  with  detail specification as follows.
Our Model  No.                                      : GT-PDP-CV

Make : BIMCO
Fluid : AIR/Water/Pl. confirm
Max. Pressure rating :    5-10 kg/cm2 / high on request
Test Pressure :    5-12 kg/cm2 / high on request
Max. Temp. : 90° C / high on request
Flow Rates : As  per your requirement
Inlet & Outlet connection : Threaded
Metering Tube : Tapper Borosilicate glass tube
Body of DP. Regulator :    304/316 SS.
Connection :    304/316 SS.
Interconnecting Tube for Rotameter
& D.P. Regulator :    304/316 SS.
Diaphram : Teflon
Needle Valve : 304/316 SS.
Float : 316 SS , Conical
Scale : Engraved on  body itself
Gland Packing : Teflon
Accuracy :    +/- 2% Of F.R.
Indicator type :    Direct float
Inlet/outlet : Bottom to Top at back/Top &

Bottom on regulator
All wetted Parts : SS.304/316/othermoc on request

CERTIFICATE:   (a)   Our own Calibration REPORT
(b) Test & Guarantee Certificate  will be issued.

BOMBAY INSTRUMENT MFG. CO.
AN ISO 9001:2015 CERTIFIED COMPANY

BIMCO
TM

______________________________________
Manufactured & Marketed By :

M/S. Bombay Instrument Mfg. Co.
SHOP NO. 5 , 50/86, JITEKAR WADI
OPP. VINAY HOTEL 88, THAKURDWAR ROAD MUMBAI – 400 002 - INDIA
Tel. : 91 (022) 2389 1073 / 2389 10 7 5
Fax : 91 (022) 2389 1075
Web. : www.bombayinstrument.in
Email : bimco@mtnl.net.in , bimcoindia@gmail.com


